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BALI

LISSONE
ITALIA

230V
IP65
IK 10

available colors:
 .06 grey
 .08 antrachite

Applique

Body made of corrosion resistant and painted 
aluminium alloy. Closing !ange made in corrosion 
resistant and painted die cast aluminium. 
Protection with anodizing treatment, epoxy 
powder base coating and polyester painting. A4 
stainless steel screws. 12mm thick !at tempered 
glass cover.

Corps en aluminium résistant à la corrosion. 
Cadre de fermeture et "xation murale en 
aluminium moulé sous pression résistant à 
la corrosion. Protection de l’ensemble par 
traitement d’anodisation avec primaire époxy et 
peinture polyester. Vis en acier inox A4. Diffuseur 
en verre trempé plat de 12mm d’épaisseur.
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Technical data

How to create 
the product code?

How to create 
the product code?

POWER SUPPLY INCLUDED

POWER SUPPLY AND NTC INCLUDED

1668 cd/klm

493 cd/klm

Ø(m)
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Emax Emed
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0
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0
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COB LED
230V

LED
230V

WHITE versions available:
1 = 3000K (3200 lm) 
6 = 4000K (3350 lm)

WHITE versions available:
1 = 3000K (4000 lm) 
6 = 4000K (4300 lm)

50° wide

Asymm.

55 33 6X3
24W LED
220-240V 0/50/60Hz
power supply included
Class I

84 46 7X9
32W LED
220-240V 0/50/60Hz
power supply included
NTC included
Class I

ACCESSORI / ZUBEHÖR

89 18 655  
Sandblasted Filter
Filtre sablé

89 18 650  
Elliptical Filter
Filtre elliptique 

BALI Applique

Asimmetrico
Asymmetrisch
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Technical data

526 cd/klm

526 cd/klm

Ø(m)

1,5

2,9

4,4

5,8

7,3

2103

526

234

131

E(lx)931
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Emax Emed
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E(lx)454

113

50

28

41 18

2

4

6

8

10

Emax Emed

29
0

10
0

200
280

70° wide

LAMP 35W

LAMP 70W

POWER SUPPLY INCLUDED

POWER SUPPLY INCLUDED

55 31 061
HIT-CE 35W (3600 lm)
G12
230V 50Hz
Class I

55 33 061
HIT-CE 70W (7300 lm)
G12
230V 50Hz
Class I

ACCESSORI / ZUBEHÖR

BALI Applique

89 18 655  
Sandblasted Filter
Filtre sablé

89 18 650  
Elliptical Filter
Filtre elliptique 
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BALI

available colors:
 .06 grey

230V 
IP65
IK 010    

Pole Mounted
Sur mât

Body made of corrosion resistant and painted 
aluminium alloy. Closing ring made in corrosion 
resistant and painted die cast aluminium. 
Protection with anodizing treatment, epoxy 
powder base coating and polyester painting. 
A4 stainless steel screws. 12mm thick !at 
tempered glass. Cylindrical pole, Ø 102mm, 
made in galvanized and painted steel, "xed to the 
ground by means of a base plate (to be ordered 
separately).

Corps en aluminium résistant à la corrosion. 
Cadre de fermeture et "xation murale en 
aluminium moulé sous pression résistant à 
la corrosion. Protection de l’ensemble par 
traitement d’anodisation avec primaire époxy et 
peinture polyester. Vis en acier inox A4. Diffuseur 
en verre trempé plat de 12mm d’épaisseur. Mât 
cylindrique, Ø 102mm, hauteur 4m, en acier 
galvanisé et peint, "xation au sol avec platine (à 
commander séparément).
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2010(m)

E (lx)

10

10
0

0
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2

1

WHITE versions available:
1 = 24W 3000K (1450 lm) 
6 = 24W 4000K (2700 lm)

WHITE versions available:
1 = 30W 3000K (4320 lm) 
6 = 30W 4000K (4400 lm)

How to create 
the product code?

POWER SUPPLY INCLUDED
LED 
230V

Technical data

350

370

262 cd/klm

LAMP POWER SUPPLY INCLUDED

extensive street optic

493 cd/klm

L 4m 19
26

33

19
12 12

26
33

Technical data
30W LED 4000K
H 4m
Distance 16m
Large 4m
Em = 34 lux

9

D 16m

L 4m

L 4m
H 4m

L 4m

L 4m
H 4m

7
10

13

7
4 4

10
13

Technical data
24W LED 4000K
H 4m
Distance 12m
Large 4m
Em = 17 lux

1

D 12m

87 12 061
HIT-CE 70W
230V 50Hz
7300 lm
Class I

89 18 650
Elliptical !lter  
Filtre elliptique  

86 23 062
Pole with base plate, suitable for 2 luminaires, H 4.00 m
Mât avec platine pour deux luminaires hauteur 4m. 

89 18 655
Sandblasted !lter
Verre sablé

86 23 061
Pole with base plate, suitable for 1 luminaire, H 4.00 m
Mât avec platine pour un luminaire hauteur 4m. 

ACCESSORIES

87 12 6X6
24W LED
220-240V 0/50/60Hz
power supply included
Class I

87 12 7X9
30W LED
220-240V 0/50/60Hz
power supply included
Class I

BALI Pole Mounted / Sur mât
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